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OLA Product Name: OLA 8600Pro

Benefits:
✓ Ultra-high precision printing for fine
details
✓ Mirror-like smooth surface without
polishing
✓ Excellent dimensional stability
✓ Balanced hardness and toughness
✓ Optimized for precision casting
applications

Limitations:
※ Only available in orange color

Tolerance:  ±100μm or ±0.1%

Lead Time: 4 days

Maximum Printing Size: 192mm × 108mm × 200mm

Notes：

Color:  Orange

Process：LCD

EVALUATION

MATERIAL PROPERTIES

POST-PROCESSING OPTIONS

MATERIAL SUMMARY

KEY FEATURES

APPLICATION SCENARIOS

HDT: 63℃
Tensile Strength: 40-58MPa
Tensile Modulus: 2511-2665MPa
Elongation at Break: 11-16%
Flexural Strength: 71-76MPa
Flexural Modulus: 2495-2565MPa
Shore Hardness: 88
Notched Impact: 30-40J/m
CTE: 92×10⁻⁶/℃
Dielectric Constant(60Hz): 4.5

Widely used in toys and figurines,
head sculptures, jewelry,
miniature medical devices,
gears, and mechanical parts.

This professional resin is specially
developed for precision casting and
detailed modeling applications.
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